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POST INSTALLATION

PG 2

INSTALL ANCHORS &
PLUGS

RECOMMENDED
ANCHOR
3/8"X3
- SLEEVE ON BRICK
AND BLOCK
- WEDGE ON
CONCRETE

4 PRE DRILLED
HOLES FOR ANCHORS.
HOLE LOCATION IS
STANDARD UNLESS
SPECIFIED BY
INSTALLER
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SCREW HOLES ARE
MACHINE THREADED INTO
THE GATE & JAMB.
SCREWS ARE 12/24X1"
STAINLESS STEEL
(SCREWS INCLUDED)

HINGES COME
PRE-MOUNTED

STANDARD HINGE TYPE:
4"X4" HEAVY DUTY BALL
BEARING BUTT HINGES

GATE & JAMBS
ARE MORTISED
FOR THE HINGE

OTHER STYLES
AVAILABLE
(SELF CLOSING
HINGES)



STANDARD DIMENSIONS
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STANDARD 2" GAP

HINGES
STANDARD
1/4" GAP

POSTS MUST BE
LEVEL. IF NOT
SHIMMING MAY
BE NEEDED
(SHIMS NOT
INCLUDED)

1/2"X1" JAMB STOP MOLDING
INCLUDED IN EVERY COMPLETE
GATE PURCHASE

JAMB IS ROUTED
FOR STRIKE. JAMB
MUST BE INSTALLED
FOR PROPER ALIGNMENT
FOR STRIKE PLATE &
LATCH BOLT



POST INSTALLATION OPTIONS
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JAMB POST
BOOT

2”X4” POST WITH ¼” WALL THICKNESS


